Easy-Apply
Installation Guide

Equipment

1. Masking tape
2. Metal ruler
3. Utility knife
4. Squeegee (supplied with order)
5. Measuring tape
6. White glove (supplied with order)
7. Step ladder

Tips before starting

We recommend 2 people to install your wall mural.
Make sure your wall/surface is clean, dry and dust-free.
If your surface has been freshly painted, wait at least
two weeks for the paint to fully cure before applying
your mural.
Don’t apply your mural on vinyl or textured walls.
Panels are repositionable so take your time :)

Check your surface

1

The surface should be smooth, clean and dust-free.
Repair any visible defects, patch holes and sandpaper bumps to
ensure your wall is smooth and flat. Remove any picture hooks.
Wipe any dirt/dust with a dry cloth or duster.
If you use water, allow the wall to dry thoroughly.
Are there any power outlets, light switches or air conditioning
panels? If so, see step 7.

Check your panels

2

Panels need to be applied onto your wall in order, starting from
the left.
Start with panel number 1 (numbers are found on the back).
Numbers are placed at the bottom of the panels.
Keep your panels clean - DO NOT lay them on a floor or
carpeted surface.
Each panel has an overlap of 10mm to ensure the panels align
perfectly and there are no visible join gaps.

Tape the panels in place
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Start in the top left corner with panel 1.
Carefully align the panel and tape in position using masking
tape. We recommend taping the panel in at least 3 spots–on
the top and on either side about half way down the panel.

Apply the first panel
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Remove the top piece of masking tape from the wall. (Keep the
masking tape applied on the left & right sides of the panel).
Initially unpeel about 20cm (8 inches) of the backing sheet
starting from the top of the panel. (Do not peel off the entire
backing sheet at once!)
Stick the top left corner of the panel to the top left corner of your
wall. Once square, stick down the top of the panel.
Have someone hold the other end of the panel and SLOWLY
peel the backing sheet as you smooth out the rest of the panel,
working from the top down.
Push any bubbles out towards the borders with the squeegee.

Apply the rest of the panels
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Align panel 2 and repeat the action as before.
Each panel has an overlap of 10mm to ensure the panels align
perfectly and there are no visible join gaps.
Avoid pulling or stretching the panels as it distorts the artwork,
let them fall naturally.
Repeat for the remaining panels.

Trim off the excess

6

Once all the panels have been applied, carefully trim the excess
wall covering on the bottom and top, using a utility knife and
the squeegee or a metal ruler.
Smooth out any remaining bubbles with your squeegee.

Installing around light switches, power outlets

7

Remove any power outlet cases before installation.
Unroll the wall covering panel over the outlet and using your
utility knife, roughly cut the wall covering as close to the edge
of the power outlet as possible, exposing the outlet.
Smooth the panel around the outlet and trim off any
excess print.
Put the outlet cover back on to hide any rough edges.

Admire your handiwork
Once your mural is up and looking fabulous, celebrate
with a cocktail!
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If you have any questions,
hello@wallrus.net
We love to see how you’re
using Wallrus, so please
share your efforts using
#wallrusmurals
Follow @wallrusmurals to see
what others are doing and
keep up to date with our new
products too.
@wallrusmurals
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