
Wallpaper
Installation Guide



Equipment

1. Masking tape
2. Metal ruler
3. Utility knife
4. Foam rubber roller
5.  Medium pile roller (for paste)
6. Measuring tape
7. Spirit level
8. Plumb Line
9. Sponge
10. Powdered paste (supplied with order)
11. Step ladder



Tips before starting

We recommend 2 people to install your wallpaper mural.

Make sure your wall/surface is clean, dry and dust-free.

If your surface has been freshly painted, wait at least 
two weeks for the paint to fully cure before applying your 
wallpaper wall mural.

Don’t apply your wallpaper on vinyl or textured walls.

Be sure to laydown a drop cloth before you begin mixing up 
your paste.



The surface should be smooth, clean and dust-free.

Repair any visible defects, patch holes and sandpaper bumps to 
ensure your wall is smooth and flat. Remove any picture hooks.

Wipe any dirt/dust with a dry cloth or duster.

Are there any power outlets, light switches or air conditioning 
panels? If so, see step 7.

1Check your surface



Your wallpaper will be supplied in panels, lay out flat for 
4-6 hours. 

Panels need to be applied onto your wall in order, starting 
from the left. 

Start with panel number 1 (numbers are found on the back). 
Numbers are placed at the bottom of the panels.

Working left to right, sponge and spray the prepared wall 
with water.

2Check your panels



Measure the width of one wallpaper panel.

Mark in from the left hand side the width of the one panel and 
mark the wall lightly using a pencil.

3Measure wallpaper panel



Draw a straight line, using your plumb line*. This is where your 
first panel will line up.

*Our plumb line is simply a long piece of string attached to a 
couple of washers.

4Draw a plumb line



Mix paste and apply 5
Before mixing your paste adhesive, be sure to lay down a 
drop cloth in case of glue spillage.

Make up the wallpaper paste according to instructions on the 
back of the paste pack suppplied.

Roll the paste onto the wall allowing a bit wider than your 
plum line. We recommend a meduim pile paint roller for this.



Smooth the panel 6
Place the first panel with the extra bleed overlapping top and 
bottom (you can cut this off later). 

Smooth over with a foam rubber roller or wallpaper brush to 
remove any bubbles or wrinkles. 



7Apply the rest of the panels

Roll the paste onto the wall. Apply the next panel, making sure 
to butt up the join carefully so there is no overlap and your 
design matches panel to panel. 

Repeat this process for all the panels.



8Smooth out bubbles

Using a foam rubber roller carefully go over all applied 
wallpaper, smoothing out any creases or bubbles.



9Remove excess adhesive

Adhesive that comes out between the joins should be removed 
immediately with a damp sponge or cloth.



10Trim off the excess

Once all the panels have been applied, carefully trim the excess 
wallpaper on the bottom and top, using a sharp utility knife and 
a metal ruler as a guide.



11Installing around light switches, power outlets

Remove any power outlet cases before installation. 

Unroll the wallpaper panel over the outlet and using your utility 
knife, roughly cut the wallpaper as close to the edge of the 
power outlet as possible, exposing the outlet.

Smooth the panel around the outlet and trim off any 
excess wallpaper.

Put the outlet cover back on to hide any rough edges.



When all the panels are up and you are happy with the 
removal of any creases or bubbles, wipe over the wallpaper 
with a damp cloth to clean off any last bits of paste.

Once your Wallrus wallmural is up and looking fabulous, 
celebrate with a cocktail!

When you come to redecorate, the wallpaper can be dry 
stripped.

12Admire your handiwork



wallrus.net

If you have any questions,
hello@wallrus.net

We love to see how you’re  
using Wallrus, so please 
share your efforts using 
#wallrusmurals

Follow @wallrusmurals to see 
what others are doing and 
keep up to date with our new 
products too.

@wallrusmurals
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